Sockelleistenklebeband
Sorie 165
zweiseitig klebend

Die Sorte 165 ist ein doppelseitiges fadenverstérk-
tes Transfer-Klebeband das sehr aggressiv klebt. Es
besitzt eine sehr hohe Anfangsklebekraft. Es hat
eine sehr gute W eichmacher- und Alterungsbe-
sténdigkeit und ist I6sungsmittel, chlor - und formal-
dehydfrei.

Die Sorte 165 wird als Montageband zum
Anbringen von T eppichkettelsockelleisten ver-
wendet. Es kann auf fast allen Untergrinden wie
z. B. Beton, Holz, Kunststoff, Metall etc. eingesetzt
werden. V or dem Anbringen das Silikonpapier
enifernen und dann die Sockelleiste kraftig an
die Wand anreiben.

Tréger Polyester
Fadengelege
Gesamtdicke 320
Klebkraft auf Stahl 30 N/25 mm
Zugfestigkeit 30 N/25 mm
Klebstoff Acrylat
Temperaturbestéindigkeit bis 120° C
Kerndurchmesser 86 mm
Farbe fransparent
Ladnge 50 m

Bandbreite mm Rollen pro Karton

30 24
40 24
50 16
70 24
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Transfertape
Type 165
Double sided adhesive

Type 165 is a double sided Transfer-Tape which
has a very aggressiv glue. It has a very high initi-
al tack. It has a very good plasticiser and
ageing resistance and is free of solvents, chlori-
de and formaldehyde.

Type 165 is used as assembly tape for the fitting
of carpet skirtings. It can be used on nearly
every surface like wood, metal, plastic, concre-
te,e. 0.

Before applying the skirting to the wall the pro-
tective paper has to be removed and then the
skirting is fo be pressed strongly against the wall.

Carrier polyester
thread
Total thickness 320
Adhesion on steel 30 N/25 mm
Tensile strength 30 N/25 mm
Glue acrylic
Temperature resistance  up to 120° C
Core diameter 86 mm
Colour transparent
Length 50 m

Roll width mm Rolls per carton

30 24
40 24
50 16
70 24



