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Messe
Teppichband Folie
Sorte 205
zweiseitig klebend

Beschreibung

Die Sorte 205 besteht aus einer
Polypropylenfolie mit einem wiederaufnehmba-
ren Acrylatkleber. Die Sorte 205 148t sich durch
die spezielle Klebebeschichtung muhelos und
rickstandsfrei von den meisten Untergriinden
wieder abziehen.

Anwendung

Die Sorte 205 findet vorwiegend als
Teppichverlegeband speziell im Messe- und
BlUhnenbau seine Anwendung.

Technische Daten

Exhibition Tape foil
Type 205
double sided adhesive

Product Description

Type 205 is made of a polypropylene foil with a
resumable acrylic adhesive on the external
side. Because of the special adhesive you can
remove it without residue of the most grounds.

Application
Type 205 is mainly used for laying holding car-
pets on stage and on exhibitions.

Technical Data
Carrier polypropylenfoil

Tréger Polypropylenfolie

Gesamtdicke 150 u

Linerdicke 50

Dehnung bis Bruch 600 %

Klebkraft auf Stahl oben 37 N/25 mm
unten 3,7 N/25 mm

Zugfestigkeit 50 N/25 mm

Klebstoff oben Hotmelt
unten Acrylat

Kerndurchmesser 76 mm

Farbe fransparent

Rollenléinge 25m

Verpackungseinheiten

Bandbreite mm Rollen pro Karion

50 36

Andere Bandbreiten auf Anfrage

MUSTER

SAMPLE

Total thickness 150 u

Liner thickness 50

Elongation at break 600 %

Adhesion on steel upside 37 N/25 mm
downside 3,7 N/25 mm

Tensile strength 50 N/25 mm

Glue upside hotmelt
downside acrylic

Core diameter 76 mm

Colour fransparent

Length 25m

Packaging

Roll width mm Rolls per carton

50 36

Other roll widths available on request
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